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Aquionics ARC line of medium-pressure ultraviolet provides all of the 
added features and benefits of this high-output UV technology in the 
most economical package. Single, broad-spectrum, medium-pressure 
lamps deliver the greatest level of process control, monitoring, and 
performance across a broad range of challenging applications. Low 
transmission, very cold and very hot fluids, high dose requirements, �
and reliable disinfection for every microorganism are all excellent 
applications. By having a single lamp to monitor, an exact measured dose 
can be known and faults can be detected very easily, making process 
control the simplest of any UV technology. By treating higher flows with 
only a single lamp, Aquionics ARC systems have the smallest footprint 
and lowest operation and maintenance costs for comparably sized units.

	 •	 Highest technology UV systems for disinfection, deozonation, � 	 	
	 	 organic contaminant destruction, dechlorination, and many � 	 	
	 	 more applications.
	 •	 Superior, broad-spectrum, medium-pressure lamps from the innovator 
	 	 of the technology.
	 •	 Effective in the most challenging applications including: super-cooled �
	 	 water, hot water, poor transmission fluids, high-dose situations, and more.
	 •	 The smallest footprint and easiest to maintain.
	 •	 Heavy duty, durable systems with 316L stainless steel construction with �
	 	 passivated and electropolished high-purity finishes up to Ra25.
	 •	 Sanitary or Raised Face Flange fittings available.
	 •	 Available with single lamps up to 2.3 kW for treating up to 450 gpm.
	 •	 Available features include: UV monitor with alarms, quartz sleeve cleaning mechanism, 
	 	 mounting brackets, sample/drain ports, and high purity finishing (< Ra25).

GENERAL SPECIFICATIONS

 AMD102A	 64	 76	 2	 1 – 0.5 kW	 0.7 	 40	 50	 190

 AMD152A	 132	 156	 3	 1 – 0.5 kW	 0.7 	 50	 50	 190 

 AMD102B	 140	 166	 3	 1 – 1.0 kW	 1.2 	 40	 50	 190

 AMD102C	 255	 302	 3	 1 – 2.3 kW	 2.5 	 40	 50	 190 

 AMD152B	 300	 350	 4	 1 – 1.0 kW	 1.2 	 50	 60	 190 

 AMD152C	 450	 450	 4	 1 – 2.3 kW	 2.5 	 50	 60	 190 

* Flows rated at disinfection dose of 30mJ/cm2, end-of-lamp life at 8,000 hours; Fresh Water @ T40 = 80%, RO/DI Water @ T40 = 95%.

	 A	 B	 C	 D	 E	 F	 G	 H	 I	 J	 K

 Model Number	 (dimensions in inches)

 AMD102A	 23.6	 13.8	 4.5	 9.5	 5.1	 25.6	 33.5	 13.2 	 -	 20	 2.63

 AMD152A	 23.6	 15.8	 6.6	 9.5	 5.1	 25.6	 33.5	 13.2	 8	 20	 2.78

 AMD102B	 23.6	 13.8	 4.5	 9.5	 5.1	 25.6	 33.5	 13.2	 -	 20	 2.78

 AMD102C	 23.6	 13.8	 4.5	 9.5	 5.1	 25.6	 33.5	 13.2	 -	 20	 2.78

 AMD152B	 23.6	 15.8	 6.6	 9.5	 5.1	 25.6	 33.5	 13.2	 8	 20	 2.63

 AMD152C	 23.6	 15.8	 6.6	 9.5	 5.1	 25.6	 33.5	 13.2	 8	 20	 2.63

AVAILABLE OPTIONS

 Option Code	 Description

 U	 UV Monitor, measures relative UV lamp intensity

 F	 Electropolished and Passivated, < Ra25 Chamber Finish for high-purity applications

 R	 Raised Face Flange with ANSI bolt pattern

 W	 Quartz Sleeve Cleaning Device for poor water quality conditions, manually operated

 T	 Ports for water sampling and draining

 S	 Skid Mounting on stainless steel for complete, ready-to-use equipment

Note: See Products & Services Section for additional parts, installation, service, and options.
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